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1
SERVER CABINET

BACKGROUND

1. Technical Field

The present disclosure relates to a server cabinet.

2. Description of Related Art

In a server cabinet, a front end of a switch is generally
fastened to a rack of the cabinet by screws. However, if the
switch is long and heavy, a rear end of the switch may tilt and
damage the bonding by screws between the front end of the
switch unit and the cabinet.

BRIEF DESCRIPTION OF THE DRAWINGS

Many aspects of the present embodiments can be better
understood with reference to the following drawings. The
components in the drawings are not necessarily drawn to
scale, the emphasis instead being placed upon clearly illus-
trating the principles of the present embodiments. Moreover,
in the drawings, all the views are schematic, and like refer-
ence numerals designate corresponding parts throughout the
several views.

FIG. 1 is an exploded, isometric view of an exemplary
embodiment of a server cabinet, wherein the server cabinet
includes a plurality of supporting members.

FIG. 2 is an enlarged view of one of the supporting mem-
bers of FIG. 1.

FIG. 3 is an assembled, isometric view of the server cabinet
of FIG. 1.

FIG. 4 is a side plan view of FIG. 3.

DETAILED DESCRIPTION

The disclosure, including the accompanying drawings, is
illustrated by way of example and not by way of limitation. It
should be noted that references to “an” or “one” embodiment
in this disclosure are not necessarily to the same embodiment,
and such references mean at least one.

FIG. 1 and FIG. 2 show an exemplary embodiment of a
server cabinet. The server cabinet includes a rack 10, a server
30, a switch 50, and four supporting members 70.

The rack 10 includes a rectangular base 12, four vertical
columns 14 located at four corners of the base 12, and a top
wall 124 supported on top ends of the columns 14. Each
column 14 defines a plurality of positioning holes 142 arrayed
along a lengthwise direction of the column 14. The server 30
is installed among the columns 14.

The switch 50 includes a bottom wall 51, a front wall 53
perpendicularly extending up from a front side of the bottom
wall 51, a rear wall 54 perpendicularly extending up from a
rear side of the bottom wall 51 opposite to the front wall 53,
and two end walls 55 extending up from two opposite ends of
the bottom wall 51 and connected between the front wall 53
and the rear wall 54. Each sidewall 55 defines two screw holes
52 respectively adjacent to the front wall 53 and the rear wall
54.

Each supporting member 70 includes a connecting plate 72
and a supporting plate 74 perpendicularly extending from an
end of the connecting plate 72. A raised portion 742 protrudes
out from an end of the supporting plate 74 away from the
connecting plate 72. The raised portion 742 defines two
through holes 744. A middle of the connecting plate 72
defines a connecting hole 722.

FIG. 3 and FIG. 4 show in assembly. Outer surfaces of the
connecting plates 72 of two supporting members 70 opposite
to the supporting plates 74 are abutted against the end walls 55
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of the switch 50 adjacent to the front wall 53, to allow the
supporting plate 74 of each supporting member 70 coplanar
with the front wall 53. Two screws extend through the con-
necting holes 722, to be screwed into the corresponding screw
holes 52 adjacent to the front wall 53. Therefore, the two
supporting members 70 are adjacent to the front wall 53 ofthe
switch 50. Inner surfaces of the connecting plate 72 of the
other two supporting members 70 facing the supporting
plates 74 are abutted against the end walls 55 adjacent to the
rear wall 54, to allow inner surfaces of the supporting plates
74 facing the connecting plates 72 to abut against the bottom
wall 51. Two screws extend through the connecting holes 722,
to be screwed into the corresponding screw holes 52 adjacent
to the rear wall 54. Therefore, the other two supporting mem-
bers 70 are adjacent to the rear wall 54 of the switch 50.

A combination of the switch 50 and the supporting mem-
bers 70 is installed to the rack 10. The rear wall 54 of the
switch 50 is inserted into the rack 10 from a front end of the
rack 10. The switch 50 is slid rearward on the server 30 until
the supporting plates 74 of the two supporting members 70
adjacent to the front wall 53 abut against the columns 14. The
raised portions 742 of the other two supporting members 70
are sandwiched between the switch 50 and the server 30. Four
screws extend through the through holes 744, to be screwed
into the corresponding positioning holes 142. The front side
of the switch 50 is mounted to the front end of the rack 10
through the two supporting members 70, and the rear end of
the switch 50 is supported on the server 30 through the raised
portions 742 of the other two supporting members 70.

Even though numerous characteristics and advantages of
the embodiments have been set forth in the foregoing descrip-
tion, together with details of the structure and the functions of
the embodiments, the disclosure is illustrative only, and
changes may be made in details, especially in the matters of
shape, size, and arrangement of parts within the principles of
the embodiments to the full extent indicated by the broad
general meaning of the terms in which the appended claims
are expressed.

What is claimed is:

1. A server cabinet, comprising:

a rack comprising two columns located at a front end of the

rack;

a server installed between the columns;

a switch installed in the rack and above the server; and

a plurality of supporting members, wherein each support-

ing member comprises a connecting plate and a support-
ing plate extending out from an end of the connecting
plate, a raised portion protruding down from the sup-
porting plate, some supporting members are attached to
the switch, wherein the connecting plates of the support-
ing members are mounted to a rear side of the switch, the
supporting plates of the supporting members are located
below the switch, the raised portions of the supporting
members are supported on the server; some supporting
members are respectively connected between the two
columns and two opposite sides of the front end of the
switch, wherein the connecting plates of the supporting
members are fixed to the switch, and the raised portions
of the supporting plates of the supporting members are
installed to the two columns.

2. The server cabinet of claim 1, wherein the two opposite
sides of the front end of the switch respectively defines a
screw hole, the connecting plates of the supporting members
respectively defines a connecting hole, some screws extend
through the connecting holes of the supporting members and
are screwed into the screw holes of the switch.
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3. The server cabinet of claim 1, wherein the supporting
plates of the supporting members respectively define two
through holes, some screws extend through the through holes
and are screwed into the columns.

4. The server cabinet of claim 1, wherein the rear side of the 5
switch defines some screw holes, the connecting plates of the
supporting members define some connecting holes, some
screws extend through the connecting holes of the supporting
members and are screwed in the screw holes of the switch.
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